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We thank you for your choice of a Lind bathroom furniture.

Before you begin mounting this product, It Is Important
that you get an overview of all the parts. Take time to
familiarize yourself with how to mount the product.itcan
be anadvantagetto be two people during assembly.

Important to read before mounting

1. Check that all necessary parts are includedin
the box. Ifanythingis missing, contact your local
dealer or Megaflis customer service and refer to
the part number in this guide.

2. Before installing, make sure bathroom furniture
is not damaged.

3. When first installing, tighten all screws on
furniture. This is also recommended to do as part
of an annual inspection.

4. Be careful not to place exposed parts such as
mirror surfaces, glass shelves etc. directly on any
hard surfaces.

5. Make sure you have all the necessary tools
available.

6. Some large bathroom furniture can be difficult to
handle alone. We recommend that you are two
people when installing larger furniture sets.

/. Remember that only an authorized installer
should connect water to bathroom furniture.

Furniture maintenance:

Furniture cabinets and fronts consist of chipboard material
and MDF plate that is coated with a laminated surface. It is
important to maintain good ventilation in the room and to
place the furniture away from water splashes and possible
impact damage, to minimize the risk of injury.

Daily cleaning is done with a soft cloth dampened in
warm water. If required, a mild detergent without grain
can be used. Then wipe the furniture with a soft cloth
lightly moistened with clean water to avoid any stains
from cleaning agents. Do not use abrasives, ammonia,
bleach or other strong solvents as they may damage the
surface of the furniture.

Maintenance of washbasin:
Thewashbasin must not be used for hair dyeing or

rinsing clothes that may contain dyes and similar
substances ,as this can stain or leave spots in the
washbasin.Daily cleaning is done by wiping the
washbasin with a soft cloth, moistened with water and
mild detergent if needed. It is important that strong
chemicals such as chlorine, ammonia, acid, acetone,
powerful cleaners and abrasive cleaners are not used on
the washbasin.

If a small scratch occurs in the washbasin surface, you
can try using a ceramic eraser to remove it.

The product has good resistance to moisture, but requires
ventilation in the room. The cabinet is not designed to
withstand direct water splashes for extended periods.

Good luck with the mounting!
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NO Mgabelet ma monteres slik at det ikke utsettes for direktevannsprut fra dusjsonen.

SE Mobbeln maste monteras utan risk for direkt vattenstéank fran duschzonen.

EN The furniture must be installed to avoid direct water splashes from the shower area.
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Advarsel ©) Varning O Warning

Vedlikehold: Rengjer mqbler,oF servant med en myk klut og milde
rengjefr/n%sm/d/er uten slipemidler. Unnga sterke kjemikalier som
ammoniakk, klor, syre og lignende. Servanten ma ikke brukes til
harfarging eller oppskylling av klaer med overskuddsfarge, da dette
kan gi misfarging. Sarg for god ventilasjon i rommet,og unnga direkte
vannsprut pa mabelet over tid.

&

Underhall: Rengér mébler och tvéttstéll med en mjuk trasa och milda
rengdéringsmedel utan slipmedel. Undvik starka kemikalier sasom ammoniak,
klor, syra och liknande. Tvéttstéllet far inte anvédndas fér harférgning eller
skéljining av kldder med bverskottsférg, da detta kan orsaka missféargning.
Se fill att rummet ar vél ventilerat och undvik direkt stdnk av vatten pa
mdbeln éver tid.

&

Maintenance: Clean furniture and basin with a soft cloth and mild cleaning

agents without abrasives. Avoid strong chemicals such as ammonia,

chlorine, acid and similar substances. The basin must not be used for hair

gye/ng or rinsing clothes with excess dye, as this may cause discoloration.
nsure good ventilation in the room and avoid direct water splashes on

the furniture over time.

Service no

NO Servicenummeret ma ikke fjernes.

SE Servicenummeret far inte tas bort.

EN The service number should not be removed.
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LISTE OVER MEDF@LGENDE DELER

LISTA OVER MEDFOLJANDE DELAR

SUPPLIED PARTS LIST

N@DVENDIG VERKT®QY (IKKE INKLUDERT)

NODVANDIGA VERKTYG (INGAREJ)

TOOLS REQUIRED (NOT SUPPLIED)

L%

L

. Blyant ' . Boremaskin . Vater "Limpistol
. Blyertspenna . Borrmaskin . Vattenpass ‘Limpistol
. Pencil b‘ . Drill . Level "Glue gun
.Aﬁé?tgzz Z . Skrutrekkgr ) Gumm/:klubbe
 Measuring . Skruvme_jse/ . Gummiklubba

Tape . Screwdriver . Rubber mallet
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Bor skruehullene horisontalt. Sett inn veggpluggene (F1). Fest skapet
med skruer (E1).

Borra skruvhalen horisontellt. Sétt i vaggpluggarna (F1). Fast skapet
med skruvar (E1).

Drill the screw holes horizontally. Insert the wall plugs (F1). Fasten
the cabinet with screws (E1).

Bruk alltid skrue(r) og plugg(er) som er egnet for bade veggtypen (f.eks. gips-,
betong- eller trevegg) og den forventede vektbelastningen.

Anvénd alltid skruv(ar) och plugg(ar) som &r lampliga fér bade véggtypen (t.ex.
gips-, betong- eller trévégg) och den férvédntade belastningen.

Always use screws and wall plugs suitable for both the wall type (e.g. drywall,
concrete or wooden wall) and the expected load.



1800 mm

1665 mm

H + 1665 mm




Lo

16mm, | 3mm.

OPEN

S9mm.

40mm.

!
[
1
1

/ =z

\ E

\\ P
S o




11

AN AN AN

LT

Lo




Lo

12



L%

L

RESERVEDELER

500-0-100-002022

500-0-100-002276

500-0-100-000589

500-0-100-002213

o

500-0-100-002138

P

G72 Q
ooz || “Oora0s ®
L o= & || 300-0-200-000340
UW 3x12 UP 3x25
500-0-100- 500-0-100-
002991 002459
@ P2 @
(50 pos,) 500-0-100-001398
500-0-100-
000083

RESERVEDELER TILGJENGELIG FOR BESTILLING

S

Varenummer Bestillingsnummer
TB700068000706MF DUNO089703961600W57AA
TB700068000806MF DUNO0396089716B1W13AA
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